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Size 
(inch) Part No. Thread Size 

(inch)
Body 

Material
Weight 
(kg)

Pkg Qty Price $ 
(ea)Bag Box

¼ 2VF2-E ¼ - 18 NPTF Steel 0.08 5 50 23.32

¼ 2VF2-B-E ¼ - 18 NPTF Brass 0.08 5 50 30.26

¼ 2VF2-SS-E ¼ - 18 NPTF 316 SS 0.08 5 50 93.62

¼ 2VBF2-E ¼ - 19 BSPP Steel 0.08 5 50 24.40

¼ 2VBF2-B-E ¼ - 19 BSPP Brass 0.08 5 50 52.70

¼ 2VBF2-SS-E ¼ - 19 BSPP 316 SS 0.08 5 50 119.50

⅜ 3VF3-E ⅜ - 18 NPTF Steel 0.13 5 50 38.60

⅜ 3VBF3-E ⅜ - 19 BSPP Steel 0.12 5 50 39.80

⅜ 3VBF3-B-E ⅜ - 19 BSPP Brass 0.13 5 50 37.20

⅜ 3VBF3-SS-E ⅜ - 19 BSPP 316 SS 0.12 5 50 96.10

½ 4VF4-E ½ - 14 NPTF Steel 0.18 5 25 30.57

½ 4VF4-B-E ½ - 14 NPTF Brass 0.18 5 25 71.31

½ 4VF4-SS-E ½ - 14 NPTF 316 SS 0.17 5 25 186.69

½ 4VBF4-E ½ - 14 BSPP Steel 0.16 5 25 31.10

½ 4VBF4-B-E ½ - 14 BSPP Brass 0.17 5 25 45.40

½ 4VBF4-SS-E ½  -14 BSPP 316 SS 0.16 5 25 149.66

¾ 6VF6-E ¾ - 14 NPTF Steel 0.29 5 20 35.97

¾ 6VF6-B-E ¾ - 14 NPTF Brass 0.28 5 20 82.91

¾ 6VF6-SS-E ¾ - 14 NPTF 316 SS 0.28 5 20 195.38

¾ 6VBF6-E ¾ - 14 BSPP Steel 0.29 5 20 38.90

¾ 6VBF6-B-E ¾ - 14 BSPP Brass 0.31 5 20 56.20

¾ 6VBF6-SS-E ¾ - 14 BSPP 316 SS 0.29 5 20 198.80

1 8VF8-E 1 - 11½ NPTF Steel 0.48 - 10 71.40

1 8VF8-B-E 1 - 11½ NPTF Brass 0.46 - 10 74.14

1 8VF8-SS-E 1 - 11½ NPTF 316 SS 0.46 - 10 245.34

1" 8VBF8-E 1" - 11 BSPP Steel 0.42 - 10 62.20

1" 8VBF8-B-E 1" - 11 BSPP Brass 0.46 - 10 76.20

1" 8VBF8-SS-E 1" - 11 BSPP 316 SS 0.42 - 10 206.80

1¼ 10VF10-E 1¼ - 11½ NPTF Steel 0.49 - 10 128.65

1¼ 10VF10-B-E 1¼ - 11½ NPTF Brass 0.50 - 10 195.97

1¼ 10VBF10-E 1¼ - 11 BSPP Steel 0.47 - 10 160.55

1¼ 10VBF10-B-E 1¼ - 11 BSPP Brass 0.50 - 10 147.40

1½ 12VF12-E 1½ - 11½ NPTF Steel 0.81 - 5 172.56

1½ 12VF12-B-E 1½ - 11½ NPTF Brass 0.81 - 5 234.05

1½ 12VF12-SS-E 1½ - 11½ NPTF 316 SS 0.81 - 5 314.35

2 16VF16-E 2 - 11½ NPTF Steel 1.42 - 5 319.69

2 16VF16-SS-E 2 - 11½ NPTF 316 SS 1.42 - 5 552.31

V-Series Snap-Tite H/H Interchange Unvalved Couplers

Female Thread

AP11
Price Group: PC
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