Hygienic Fittings

Weld / Weld Sight Glass

Buna and FKM seal also available

Max Working Pressu 150 PSI/ 10 BAR

Standards: 3A, BS & SMS (Please specify when ordering)

Bora silicate

316 SS Sight Glass with EPDM Seal & Weld / Weld Connections

L Patno_____| sie(nch) | Prices |

B54EBB-R100 1 645.64

B54EBB-R150 1% 707.40

B54EBB-R200 2 786.00

B54EBB-R250 2% 887.06

B54EBB-R400 4 1122.86
Alternative ends are available on request. Price Group: DS
AV09

Sight Glass Lense Dimensions

Size (inch) OD (+/- 1.5 mm) ID (+/- 1.5 mm) Length (+/- 1.5 mm)
1 31 22

63.5

1% 44 35 63.5

2 58 48 63.5
2%, 71 59 71

88 72 100
116 97 100

Replacement Glass - Bora Silicate
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B54G-P100 249.56
1% B54G-P150 289.68
2 B54G-P200 308.81
2% B54G-P250 396.46
3 B54G-P300 469.12
4 B54G-P400 557.61
Price Group: DS
AV09

Dry Disconnect Fittings for Steam Service

Application: Designed to fit hoses carrying steam used in chemical (heating), pharmaceutical
(disinfection and sterilisation) and at loading bays

Coupling house and all inner parts are stainless steel. Seals are EPDM (standard),
contact Dixon™ for other materials.

Unintentional separation is eliminated preventing accidents and avoiding unintended
down time. Performance unaffected by surface rust. Lockable versions are available,
contact Dixon™ for more information.

Stainless Steel Coupler

DDSC075SS i % 56 3774.63
DDSC100SS i 1 56 3774.63
Stainless Steel Adaptor
DDSA075SS i % 56 1082.19
DDSA100SS i 1 56 1082.19
Price Group: SD
ASO1

Adaptor

1300 134 651
m'XDN dixonvalve.com.au

All prices exclude GST.
ADPL718




