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Sluice Gate Valves

Hand Wheels for AS2638.2 Sluice/Gate Valves

AS2638.2

Full SS 316 Body 
Lugged Table D

Cast Iron Body 
Semi-Lugged 

Table D/E

Knife Gate Valves

Face to Face
Dim Part No. Size NB 

(mm) Price $

203 V57SV-80 80 810.14

229 V57SV-100 100 838.76

267 V57SV-150 150 1599.48

292 V57SV-200 200 2887.40

330 V57SV-250 250 5297.01

356 V57SV-300 300 6044.77

T Handle Valve Key

- FKG-VK - 421.86

 Design: Spindle cap operated and clockwise closing. Bubble tight shut off.

 End Connection: Flanged Table D, AS2129

 Body Materials: Ductile Iron Flange, FBE coated body

 Wedge: EPDM encapsulated wedge, resilient seated to AS 2638.2

 Temperature: Pressure temperature. Rating 1,600 kPa at 70°C.

 Approvals: Certified to AS2638.2

 Options: Hand wheel and anti clock closing

 Application: Fabricated T handle valve key used to open spindle cap operated sluice valves 
that are installed in points in the ground. These keys can be fabricated to customer 
requirements if required

Hand wheels and T handle sold separately Price Group: SD

Part No. Description Price $

Hand Wheel - Ductile Iron
V57SVHW-100 80mm & 100mm 67.63

V57SVHW-150 150mm 154.59

V57SVHW-200 200mm 154.59

V57SVHW-300 250mm & 300mm 357.48

 Application: Suit AS2638.2 sluice/gate valve

VC05

Size
(mm)

Stainless Steel 
Lugged T/D

 Cast Iron Body 
Wafer Semi -Lugged

Part No. Price $ Part No. Price $

80 VKG-080-SS 2523.99 VKG-080 1802.85

100 VKG-100-SS 2683.67 VKG-100 1849.20

150 VKG-150-SS 3739.62 VKG-150 2513.69

200 VKG-200-SS 5475.50 VKG-200 3657.20

250 VKG-250-SS 8421.86 VKG-250 4728.62

300 VKG-300-SS 10641.95 VKG-300 7072.31

 Design: Knife Gate Valves are available in either full stainless steel 316 lugged, or cast iron 
body wafer/lugged.

 End Connection: Lugged Table D and wafer semi lugged table D/E

 Body Materials: SS 316 or Cast Iron

 Knife: SS 316 valve, cast iron is SS 304

 Pressure: Rated to 10 bar (1,000 kpa)

 Seat: Stainless steel valves standard seat is metal to metal, EPDM and FKM available. Cast 
iron valves standard seat is NBR or EPDM

 Application: Water, slurry, sewerage etc

Price Group: SDNote: Sizes up to 600mm available on request. 
Cylinders, electric actuators available on request.

VC01
Price Group: SD
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