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NPT also available.

AL09AL08

Size
(mm)

Max WP* (PSI) 
@ Temp Polypropylene Nyglass

 -18 21 65 Part No. Price $ Part No. Price $
15 100 125 70 PPE050A 1.89 NGE050A 3.86

20 100 125 70 PPE075A 1.89 NGE075A 3.28

25 100 125 70 PPE100A 2.43 NGE100A 4.70

32 100 125 70 PPE125A 3.61 NGE125A 6.49

40 100 125 70 PPE150A 4.96 NGE150A 8.01

50 100 125 70 PPE200A 6.58 NGE200A 13.37

75 70 90 50 PPE300A 11.63 NGE300A 11.20

100 70 90 50 PPE400A 22.00 NGE400A 31.82

Standard BSP Dixon™ Type F
Size
(mm)

Max WP* (PSI) 
@ Temp Polypropylene Nyglass

 -18 21 65 Part No. Price $ Part No. Price $
15 100 125 70 PPF050A 2.07 NGF050A 3.77

20 100 125 70 PPF075A 2.07 NGF075A 3.48

25 100 125 70 PPF100A 2.43 NGF100A 4.35

32 100 125 70 PPF125A 3.70 NGF125A 5.91

40 100 125 70 PPF150A 4.78 NGF150A 7.50

50 100 125 70 PPF200A 6.31 NGF200A 9.04

75 70 90 50 PPF300A 14.24 NGF300A 16.46

100 70 90 50 PPF400A 25.87 NGF400A 38.40

AL09AL08Dixon™ Type DC
Size
(mm)

Polypropylene Nyglass

Part No. Price $ Part No. Price $
20 PPH075A 7.84 NGH075A 12.35

25 PPH100A 9.56 NGH100A 17.78

32 PPH125A 14.43 NGH125A 22.54

40 PPH150A 15.78 NGH150A 22.63

50 PPH200A 17.40 NGH200A 22.03

75 PPH300A 25.33 NGH300A 40.11

100 PPH400A 44.73 NGH400A 52.52

Dixon™ Type DP
Size
(mm)

Polypropylene Nyglass

Part No. Price $ Part No. Price $
20 PPP075A 1.62 NGP075A 3.49

25 PPP100A 1.89 NGP100A 3.10

32 PPP125A 2.61 NGP125A 4.23

40 PPP150A 3.88 NGP150A 5.92

50 PPP200A 5.95 NGP200A 9.78

75 PPP300A 7.75 NGP300A 15.48

100 PPP400A 30.79 NGP400A 24.67

AL08

AL09

AL09

AL08

Dixon™ Type E

Price Group: CG Price Group: CG

Price Group: CG Price Group: CG

Price Group: CG Price Group: CG

Price Group: CGPrice Group: CG

For technical, application and material guidelines, please refer to page 82

• The coupler and adaptor portions of the 15mm size use the 20mm standard body size.
• Polypropylene and Nyglass cam & groove should not be mixed with aluminium fittings.
• Dust Caps & Plugs are NOT to be used in pressure applications, for safety & applications


